
HO
SE

 // wire braid ﻿ ﻿

Design and dimensions shown may be changed without prior notice

16

www.alfagomma.com

REV.4.0

// FLEXOPAK 2 TWIN - MINETUFF EN 857 2SC - ISO 11237 - SAE 100 R16
Tube: oil resistant synthetic rubber.
Reinforcement: two high tensile steel braids.
Cover: abrasion, ozone and hydrocarbon resistant synthetic 
rubber.
Application: high pressure hydraulic lines, fuel oil, antifreeze 
solutions, air and water.
Temperature: -40 °C +100 °C (-40 °F +212 °F) 
air max T = +70 °C (+160 °F)
Length: random
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1003610 6 10,0 3/8" 16,8 0,66 35,0 5000 140,0 20000 64 2,52 0,780 0,53

1003767 8 13,0 1/2" 20,6 0,81 31,0 4500 124,0 18000 90 3,54 1,056 0,71

// FLEXOR 2SN/R2AT SAE 100 R2AT - ISO 1436-1 - UNI EN 853 2SN
Tube: oil resistant synthetic rubber.
Reinforcement: two high tensile steel braids.
Cover: smooth up to 1", wrapped over 1". Abrasion, ozone and 
hydrocarbon resistant synthetic rubber.
Application: high pressure hydraulic lines, fuel oil, antifreeze 
solutions, air and water.
Temperature: -40 °C +100 °C (-40 °F +212 °F)
air max T = +70 °C (+160 °F)
Length: random up to 1" - 61 m max over 1 1/4"
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1001341 3 5,0 3/16" 13,0 0,51 42,0 6000 168,0 24000 90 3,54 0,282 0,19

1001342 4 6,0 1/4" 14,2 0,56 40,0 5850 160,0 23200 100 3,94 0,330 0,23

1001343 5 8,0 5/16" 15,8 0,62 35,0 5000 140,0 20000 115 4,53 0,357 0,24

1001344 6 10,0 3/8" 18,2 0,72 33,0 4800 132,0 19200 125 4,92 0,460 0,31

1001345 8 13,0 1/2" 21,3 0,84 27,5 4000 110,0 16000 175 6,89 0,534 0,36

1001346 10 16,0 5/8" 24,5 0,96 25,0 3630 100,0 14500 200 7,87 0,670 0,46

1001347 12 19,0 3/4" 28,6 1,13 21,5 3120 86,0 12500 240 9,45 0,895 0,61

1001348 16 25,0 1" 36,6 1,44 16,5 2400 66,0 9600 300 11,81 1,250 0,85

1001349 20 32,0 1 1/4" 46,4 1,83 12,5 1820 50,0 7280 420 16,54 1,852 1,25

1001350 24 38,0 1 1/2" 52,8 2,08 9,0 1310 36,0 5240 500 19,69 2,086 1,41

1001351 32 51,0 2" 65,6 2,58 8,0 1200 32,0 4640 630 24,80 2,748 1,85


